
Module Length (when not installed)

Sensor Location and Type (if applicable)

Overall Length

Mounting Locations

Customer Name and Contact information
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We have access 
to several 
combinations of 
parts to get the 
correct bumper 
assembly 
you need. 

 

Old Style Sensor New Style Sensor

Note: Plugs shown are located on the 
sensor pig tail end. 
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Old Style Sensor New Style Sensor

Note: Plugs shown are located on the 
sensor pig tail end. 
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Note: Plugs shown are located on the 
sensor pig tail end. 
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Old Style Sensor New Style Sensor

Note: Plugs shown are located on the 
sensor pig tail end. 

Step 1
•  Fill out your contact 

information and known 
measurements (in 
inches) on this form. 

Step 2
•  Scan or photograph  

this form with phone.

Step 3
Send scan or photo to 
Kurt Brown, NFI Parts 
Cutaway Bus Specialists, 
using one of the following 
methods:

•  Email to  
kurt.brown@nfi.parts

•  Message/text to:  
224-289-3450

Once complete we will 
contact you with quote 
and availability. 
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Check mark 
pigtail plug 
style.

 

Old Style Sensor New Style Sensor

Note: Plugs shown are located on the 
sensor pig tail end. 

Old Style

 

Old Style Sensor New Style Sensor

Note: Plugs shown are located on the 
sensor pig tail end. 

New Style


